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NATO STOCK NUMBER: 

NCAGE 8576B 
CONFORM TO QUALITY
SYSTEM STANDARD AQAP-2110
And ISO 9001:2008

Compact, versatile, autonomous equipment designed and developed for carry on a effective and efficient decontamination 
/ detoxification of material, ground , vehicles and personnel through different methods which mix water with the 
decontaminating product (in liquid or powder format), applying 3 treatments: Prewash, decontamination and rinse.
ATILA 18-230 is developed according to STANAG 4653 Combined Operational Characteristics, Technical specifications, 
Test Procedures and Evaluation Criteria for Chemical, Biological, Radiological and Nuclear Decontamination Equipment.

DESCRIPTION

ATILA 21-230
4230-33-2136515

PERSONNEL DECONTAMINATION

Pressure: 3 bar
Flow: 4.200 liters/hour
Temperature: 30º-37º C

VEHICLE DECONTAMINATION

Pressure: 20-90 bar
Temperature: 90º C

GROUND DECONTAMINATION

Performance : 12.000 m2/hour

MATERIAL AND INTERIORS DECONTAMINATION

Temperature: till 210º C

TECHNICAL SPECIFICATIONS

Fuel type : Diesel / Electric 
Electrical production: 2200W  230V/50HZ
Flow rate: 6.000 l/h
Dimensions: 850x850x850 mm
Weight : 195 kg

STANDARD EQUIPMENT

ATILA 21-230
Suction Hose
High Pressure Hose
Lance SICUT L
Options: see Annex ATILA Accessories

CBRN DECONTAMINATION 
SOLUTIONS


